
 
 
 

 

Zhejiang Aoshuai Refrigeration Co., Ltd 

Correct Installation Procedure Of Closed Cooling Tower 

a. The installation surface of the foundation shall be cut flat and ensure that it is 

on the same water surface, and the axis of the lower column and the lower inlet pipe 

shall be vertical to the foundation surface. Ensure that the lower column and the 

lower water inlet pipe are in good contact with the foundation, and the steel plate is 

embedded in the foundation. 
 

b. Pay attention to ensure that the diameter error of the air outlet of the upper 

tower body should be as small as possible after the tower body is assembled in 

blocks. 
 

c. When selecting the circulating water pump, it is necessary to pay attention to 

the consistency between its flow rate and cooling water volume. When using, the 

cooling tower should be kept within ± 5% of the design quantity, so as to prevent 

the excessive waterproof quantity from affecting the cooling effect. 
 

d. Pay attention to make the circular surface of gasket fit with the circular 

surface of tower body rib root, and the assembly of lower shell shall be watertight. 
 

e. The fan should be installed to exhaust upward, the gap between the fan blade 

end and the tower body should be uniform and not more than 100 mm, the four 

blades should be adjusted at the same angle, and the rotation plane of the impeller 

should be vertical to the center line. 
 

f. It is required that the installation surface of the water filling layer shall be flat 

and the spacing shall be uniform. 
 

g. The power supply shall be provided with safety measures. After the power 

line is connected, the motor junction box shall be sealed to prevent moisture from 

entering and damaging the motor. 
 

h. The direction of water inlet and outlet pipe can be adjusted by changing the 

direction of screw hole on the flange according to the actual situation on site. 
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