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How To Clean Cooling Tower 

The cooling tower is exposed to the outside all the year round, and its fan has 

strong adsorption capacity, which makes a lot of sediment and dirt involved in the 

cooling tower. The long-term operation of cooling tower will gradually reduce its heat 

dissipation capacity. The main phenomenon is that the outlet of the water distributor 

is easy to be blocked; part of the dirt and sediment are easy to enter the cooling 

water treatment system, which will directly affect the normal cooling of the cooling 

water system. Therefore, in order to effectively prevent the occurrence of the above 

situation and reduce the loss to the limit, the staff must take regular cleaning 

measures for the cooling tower. 
 

A、 The cleaning personnel must first discharge the accumulated water in the 

water collecting tray of the cooling tower, and then start to clean the water 

distributor on the tower, so that the water supply hole of the water distributor can 

reach the normal and uniform water supply state. If the outlet hole is blocked, it can 

be dredged with tools; 
 

B、 The cleaning personnel go to the cooling tower, and then take the cleaning 

tools and high-pressure cleaning water gun to clean the packing piece by piece; 
 

C、 The cleaning personnel shall clean the sediment and dirt in the collecting 

pan with proper tools, and then store them together until all the work is completed; 
 

D、 Cleaning personnel can use high-pressure cleaning water gun to clean the 

inside and outside of the cooling tower, and then make sure to clean the site to 

ensure environmental protection; 
 

E、 Generally, the cleaning standard to be achieved is to achieve more than 95% 

removal rate of sediment and dirt. 
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