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Structural Characteristics Analysis Of Assembled Stainless Steel 

Water Tank in A Cooling Tower 

a. No rust: the food grade stainless steel material with excellent corrosion 

resistance in a cooling tower is used to completely block the sunlight irradiation, no 

algae breeding, no algae seen in the resin tank, and no strong skin drop caused by 

ultraviolet radiation. 
 

b. Free choice: various types of water tanks can be combined at will. Due to its 

unique patchwork, its capacity can be selected from 0.5m3 to 5000m3 in a very wide 

range. It is not limited by the setting place. It can be assembled into mobile water 

tanks or fixed water tanks, which has great flexibility. 
 

c. Low price, good quality and hygiene. 
 

d. No leakage. 
 

e. It is easy to be assembled on site, and the construction is combined with 

moulded blocks and plates, which is convenient for on-site assembly, especially for 

places where installation is inconvenient, such as building top water tank, without 

large-scale installation equipment, and the assembly is extremely convenient and 

fast. 
 

f. Light and high strength: the yield strength of stainless steel is 1.5 times of that 

of conventional materials and 6 times of that of glass fiber reinforced plastics. It is 

resistant to shock, snow, wind pressure and impact. 
 

g. Easy to heat insulation construction. 
 

h. Meet the requirements of fire building standards. 
 

Instructions For Use Of Stainless Steel Water Tank: 

a. As the secondary equipment for storing domestic water, the stainless steel 

water tank can only contain domestic water (fire water), but can not contain 

hydrochloric acid, sulfuric acid or liquid with large acid and alkaline content. 
 

b. In the process of using the water tank, do not place other heavy equipment 

on the top of the water tank, do not use hard objects to knock or draw the layout 

and pipe fittings of the water tank at will, if there is any problem, inform the 

technical maintenance personnel and maintenance welding personnel of the 
 

www.auvc.com +86-13735399597 sales@auvc.com

https://www.auvc.com/products/
https://www.auvc.com/
mailto:sales@auvc.com


 
 
 

 

Zhejiang Aoshuai Refrigeration Co., Ltd 

manufacturer in advance, and require professional personnel specialized in argon arc 

welding. 
 

c. The maintenance personnel regularly observe the use of the main parts and 

accessories inside and outside the water tank every month, and report the problems 

to the manufacturer in time. 
 

d. Do not open the water tank inlet cover at will to prevent the water quality 

from secondary pollution. The water tank shall be cleaned and disinfected regularly 

1-2 times a year. 
 

Features Of Stainless Steel Water Tank: 

a. The physical and chemical properties of stainless steel material are stable, 

which has no pollution to the water quality and ensures the water quality is clean 

and sanitary. 
 

b. The water tank has high strength, light weight, clean appearance and elegant 

appearance. 
 

c. The surface is smooth, beautiful and easy to clean. 
 

d. Excellent corrosion resistance and good sealing performance. 
 

e. High impact resistance and strong seismic performance. 
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